
D
a

te: M
A

Y 1. 2015

www.aonetex.com
E-mail: aonetex@hanmail.net

P R O D U C T   I N F O R M A T I O N

특 징

• NP & NPP SERIES 전 제품

ⓒ2015 AONE CO., LTD. All Rights Reserved. Plastisol & Silicone Textile Printing Inks. All products from AONE does not contain six regulated phthalates. Every work should be done after conducting enough 
test. Must follow safety notifications. For more assistance, visit Web Site, www.aonetex.com or E-mail, aonetex@hanmail.net.

적용제품

포장 및 관리

사용량

특이사항

친환경관련

㈜에이원 경기도 양주시 광적면 연곡로 124번길 136 / TEL: 031-878-9295 / FAX: 031-878-9207 

사용방법

• 포장: 4kg, 17kg.

• 보관: 강산화합물은 피하며,
서늘한 곳에 보관(18-32℃),
사용 후 밀폐된 용기에 보관
할 것.

# 150-4-1

• 플라스티졸 잉크의 점도가 높아 점도를 묽힐 목적으로 혼합하여 사용하는 점도저하제입니다.

• 일반 희석제에 비해 소량사용으로도 점도 저하폭이 큽니다.
(일반 희석제 대비 20~30% 이상의 효과가 있음)

• 모든 플라스티졸 잉크에 혼합 시 초기건조 당김과 끈적임을 줄일 수 있습니다.

• 사용량: 5% 이내.

• 혼합 시 충분히 교반하여 주십시오.

• 사용 후 남은 제품은 뚜껑을 꼭 닫아 보관하십시오.

• 사용목적에 의거 표본 검사 후 사용하시기 바랍니다.

• 제품 정보에 게시되지 않은 제품 및 물질 혼합 시 당사 상담 후 사용하시기를 추천합니다.

• CPSIA(Pb, Phthalates)를 준수합니다.

• Eco-passport, adidas A-01, NIKE RSL 기준을 충족합니다.

• 본 제품에 규제대상물질이 함유되어 있진 않지만, 생산품에 대한 전량 검사는 하지 않습니다.
고객께서는 사용목적에 의거하여 시험 인쇄 및 각종 규제 대상 물질들에 대하여 표본 검사 후 사용할
것을 권장합니다.

• 과량 사용 및 충분한 열처리가 이루어지지 않을 경우 끈적임이 발생할 수 있습니다.

AECO-SOL 0050 S-REDUCER
(친환경 졸 고급희석제)
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