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P R O D U C T   I N F O R M A T I O N

Features
•  Puff printing result, make result three-dimensional, Silicone Ink Additive.

• Matte finish, puff layer makes printing result soft and non-tacky.

• It is desirable to use within 6 month from manufacture date, but if passed 6 month, use
after test of curing ability and adhesion, etc.

• Excessive usage can lead puff effect higher, but may cause low elongation and tensile
strength.

• Must mix catalyst to curing.

• Mix this product with Silicone Ink first, and then mix catalyst.

• Haze may occur if mixed with Base Ink, not recommended if high transparency is needed.

• If needed to mix other product or material, contact AONE for more information.

AONE. CO., LTD.

• Every SILITHANE SERIES.

136 Yeongok-ro, 125 Beon-gil, Yangju-si, Korea 
TEL: +82 31-878-9295 / FAX: +82 31-878-9207 

ⓒ2015 AONE CO., LTD. All Rights Reserved. Plastisol & Silicone Textile Printing Inks. All products from AONE does not contain six regulated phthalates. Every work should be done after conducting enough 
test. Must follow safety notifications. For more assistance, visit Web Site, www.aonetex.com or E-mail, aonetex@hanmail.net.

Applicable Product

Packing & Storage

Usage

Remarks

• Compliant with CPSIA(Pb, Phthalates).

• Meet standard of Eco-passport, adidas A-01, NIKE RSL.

• AONE’s product does not contain regulated materials, but we do not examine whole
product. We recommend to examine every kind of regulated materials and pre-testing
for your own use purpose.

Eco-Friendly

• Packaging: 20Kgs

• Storage: Avoid direct sun, keep
in cool place(41~77°F / 5~25°C).

Application

•  Mix 15~20% of <PU BASE> on Silicone Ink and Mix catalyst.

• 90~130 t/in of mesh is recommended.

• Mix rate of 80-85%(Silicone ink) + 15~20%(PU BASE).

# 350-1

SL- AD 1906 PU BASE (Agent)
(Puff Base, Silicone Ink Additives, Non-Phthalate & PVC)
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